
Woodburning & Multi Fuels



3 flow air system
The Mendip stoves range has a 3 flow 
air system provides an optimal level of 
combustion air where it is needed for the 
combustion process. This results in an 
especially clean and efficient combustion.
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Product Information
To see a glance here are some symbols which give  

information about Mendip stove
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Efficiency
The efficiency describes the effectively 
usable part of the combustion energy. 
The remaining Energy is needed for the 
effective operation of the chimney

80%

Mendip Stoves are created with thought and care in their  
construction. Design and quality are key in all our stoves.  
Each stove is tested for ease of use and durability and our 
designers have maintained each stoves own individual style 
to complement your fireplace or hearth. This combination 
of form and function make Mendip stoves a great choice.  
Each stove is named after a place in the beautiful Mendip 
hills in Somerset in which we are based.

Build Quality  
and Certification
Mendip Stoves are manufactured by an 
established company with a history in 
stove  production, assuring you that your 
stove was beautifully built by experienced 
craftsman using today’s most cutting edge 
technology. Mendip stoves are  
manufactured to exceed British standards 
with demand for quality at every stage 
from its heavy duty 5 mm steel body to the 
ergonomically designed door handle, every 
detail has been meticulously considered.

The simple to operate air supplies have 
been carefully considered so as not only 
to ensure the most efficient combustion 
possible but also to pass a continuous 
stream of air over the front glass helping 
to keep your view of the fire unimpeded. 
All Mendip stoves are CE Marked.  
This means that your stove has been  
independently tested to exacting  
European standards for heating efficiency, 
safety and emissions.

Multi Fuel  
Versatility
Mendip stoves are built with the express 
ideals of being fully multi fuel capable 
this means that the combustion chamber 
and indeed all parts of the stove have 
been designed so that they can effectively 
burn wood and smokeless fuels, from the 
Mendips’ full cast iron riddling grate to the 
Loxton and Churchill’s additional wood 
plate every part of a Mendip stove has 
been carefully designed. Attention to the 
manufacturing detail means that we are 
able to offer a 5 YEAR warrantee against 
manufacturing defect on all Mendip stoves.

24 Hour operation
This is stove designed and tested under 
a continuous burn regime; this allows 
the stove to be burn continuously.  
Single load burn refuel times are much 
longer for smokeless fuel than wood.

Air wash system
Model is fitted with an air wash system 
for cleaner glass.

Construction
Model is manufactured from 5mm steel 
and fully welded construction.

Convection stove
Mendip stove are fitted with a convection 
top to give better heat distribution.

Log size
Mendip Stoves are designed for common 
lengths of logs 25cm to 45cm.
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Mendip 5 Mendip 5 Pedestal
The simple lines and compact size of 
the Mendips blend easily into any home 
environment and the option of top or 
rear flue outlet means it can be installed 
either freestanding or in a  traditional 
inglenook setting. A variable heat output 
from 2 – 5 kW provides a roomful of 
warmth and more. The tough British 
made 5mm steel body is designed for 
many years of service, with a robust cast 
iron grate and steel baffle this stove will 
cope with extended burn cycles.  
In addition a clear view of the fire is 

The Mendip 5 pedestal features the 
same tough and reliable chamber as 
the standard Mendips, but with its extra 
height the fire is closer to eye level when 
sitting so watching the dancing flames is 
a more enjoyable experience. The raised 
chamber gives the stove extra  
presence and shows off its tall slim  
outline. When burning coal the Mendip 
has a sturdy cast iron riddling grate 
allowing air to pass through for coal 
to burn at optimum levels. Both the 
Mendip stoves have long refuel periods 
meaning that keeping your fire going is 
as effortless as possible.

maintained by a cleverly designed air 
wash feature which bathes the glazed 
door preventing the build up of firebox  
deposits. The Mendip 5 has an efficient 
insulated chamber, ensuring high  
temperature combustion with high  
efficiency whenever you’re burning it. 
The Mendips’ duel air controls give you 
flexibility when burning wood or  
smokeless fuels while the tertiary air 
supplies ensure efficient combustion by 
enabling secondary combustion of  
flue gases.
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Features
. Full cast iron riddling grate
. Top or rear flue exit



Mendip 5 Enamel

The Mendip 5 enamel embodies all 
the qualities of this small but powerful 
stove. The Mendip 5 multi-fuel stove 
burns wood or smokeless coal with great 
ease, the 3 way air supplies mean that it 
burns both efficiently and cleanly.  
The two coat vitreous enamelled finish 
gives a beautiful deep shine, and is easy 
to clean with a long lasting finish.  
Available in four colours, Red, Dark 
Blue, Classic Pewter and Ivory to  
complement any room whether  
traditional or contemporary. 
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